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E
Dia.

C A*

D Max

2 Holes:
1/2 - 13NC

Depth  28.4 Min.
(1.12)

(5.35)
135.8

4.12
(104.6)

(.82*)
20.8 (1.65)

41.9

2.00
(50.8)

(1.85R)
46.9

(.88)
22.2

(1.75)
44.4

(.45)
11.4

B±.060

(.62)
15.7

Sheave Grooves for 'A' Section Belts Only
Suction for Clockwise Rotation – ‘C’ 
Discharge for Counter clockwise Rotation – ‘A’

Pilot Dia.

(1.20*)
30.4 3/8-24UNF

Depth 4 Holes
Use Spicer Yoke

No. 2-2-329

(5.35)
135.8

(4.12)
104.6

(.82*)
20.8

A*

B ±.06 (.45)
11.4

(2.39)
60.8

(1.00*)
25.4

(2.01)
50.8

(6.14 Dia.)
155.9

(5.34 Max.)
135.6

60.42   (2.379)
60.37   (2.377)
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Catalog HY09-1000/US

CP16 Dimensional Data

Aluminum Bushing Series

Pump & Motor Catalog

Dimensional Data

Pump With Clutch #1 With Clutch #2
Models A B C D E C D E

P16-45 64.3 (2.53) 89.9 (3.54) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

P16-65 69.6 (2.74) 95.3 (3.75) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

P16-85 75.2 (2.96) 100.8 (3.97) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

P16-100 79.3 (3.12) 104.9 (4.13) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

P16-115 83.3 (3.28) 109.0 (4.29) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

P16-150 92.7 (3.65) 118.4 (4.66) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

P16-180 100.8 (3.97) 126.5 (4.98) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

P16-200 106.2 (4.18) 131.8 (5.19) 61.2 (2.41) 100.6 (3.96) 155.5 (6.12) 60.5 (2.38) 103.4 (4.07) 170.4 (6.71)

With Clutch #4 Shipping Weights (Approx.)

Pump Clutch #1 Clutch #2 Clutch #3 Clutch #4

Models A B C D E lbs. kgs. lbs. kgs. lbs. kgs. lbs. kgs.

P16-45 64.3 (2.53) 89.9 (3.54) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 18.5 8.4 22.5 10.2 28.6 13.0 22.5 10.2

P16-65 69.6 (2.74) 95.3 (3.75) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 19.5 8.8 23.5 10.7 29.6 13.4 23.5 10.7

P16-85 75.2 (2.96) 100.8 (3.97) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 20.5 9.3 24.5 11.1 30.6 13.9 24.5 11.1

P16-100 79.3 (3.12) 104.9 (4.13) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 21.5 9.8 25.5 11.6 31.6 14.3 25.5 11.6

P16-115 83.3 (3.28) 109.0 (4.29) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 22.5 10.2 26.5 12.0 32.6 14.8 26.5 12.0

P16-150 92.7 (3.65) 118.4 (4.66) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 23.5 10.7 27.5 12.5 33.6 15.2 27.5 12.5

P16-180 100.8 (3.97) 126.5 (4.98) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 25.5 11.6 29.5 13.4 35.6 16.1 29.5 13.4

P16-200 106.2 (4.18) 131.8 (5.19) 77.5 (3.05) 103.4 (4.07) 146.0 (5.75) 26.5 12.0 30.5 13.8 36.6 16.6 30.5 13.8

Clutch No. 1 & 2

‘V’ Belt Drive

Clutch No. 3

Direct Drive

Inch equivalents for millimeter dimensions are shown in (**).
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The ONLY manufacturer with….

ALL the parts !ALL the parts ! Hydraulic Motors.

Hydraulic Pumps.

Manifolds Solutions.

Valves and cartridges.

Filters, Hoses & Fittings.

Design engineering and application Expertise.

Hydraulic Motors.

Hydraulic Pumps.

Manifolds Solutions.

Valves and cartridges.

Filters, Hoses & Fittings.

Design engineering and application Expertise.




