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Model Number Designator

Basic Model
	 238

Mounting Type
	 X	 =	 Standard Mount
	 Z	 =	 Deep Mount
	 G	 =	 Metric
	 K	 =	 Less Stud Kit STD Mount
	 L	 =	 Less Stud Kit Deep Mount

Gear Ratio
	 D	 =	 28/47
	 K	 =	 32/42
	 Q	 =	 38/37
	 U	 =	 40/34

Input Gear Designator
	 AH, AR, BG, DA, DU, EV, AB, IT

Lubrication
	 X	 =	 No Pressure Lube
	 P	 =	 Pressure Lube

Output Designation
	 XD	 =	 1.250 Round
	 XE	 =	 Pump Mounting
	 XK	 =	 Pump Mounting
	 XP	 =	 Pump Mounting
	 XR	 =	 Pump Mounting
	 XX	 =	 1.250 Tapered
	 XY	 =	 DIN 5462
	 AF	 =	 15-Tooth “BB” Pump MTG.
	 RA	 =	 2-Bolt Rotatable Pump MTG.
	 RB	 =	 4-Bolt Rotatable Pump MTG.
	 RF	 =	 15-Tooth “BB” Rotatable Pump MTG.
	 BD	 =	 1.250 Round with Drag Brake

Assembly Arrangement
	 3, 4, 5, 6

Shifter Type
	 A	 =	 Air Shift (Pilot Valve) 
	 P	 =	 12V Electric Air Shift without E.O.C. 
	 Q	 =	 24V Electric Air Shift without E.O.C.
	 S	 =	 Air Shift with P.T.O./Dump Pump Combo Valve
	 T	 =	 Air Shift with P.T.O./Dump Pump Combo Valve

	 238	 X	 K	 AH	X	 -	 P	 3	 XD

		  238*D,K & Q		  238*U
Standard Output Shaft Size		 1-1/4" Round w/key
Intermittent Torque Rating (Lbs. ft.)	 250		  225
Intermittent Torque Rating (N.m.)	 339		  305
Horsepower Rating for Intermittent Service 
	 At 500 R.P.M. of Output Shaft (HP)	 24		  21
	 At 1000 R.P.M. of Output Shaft (HP)	 48		  43
	 At 500 R.P.M. of Output Shaft (Kw)	 18		  16
	 At 1000 R.P.M. of Output Shaft (Kw)	 36		  32
Approximate Weight:		  49 lbs. [22 kg]

Series Specifications Chart – 238 Series	

1.125"

7.806" X, G, K
7.661" Z, L Mounting

5.991"
3.055"




